
Ultra small size Allows for simple applications and 
installations 

Name of Item: Color Encased Camera 

ITEM # C1131 

Ultra small size Allows for simple 
applications and installations 

Color CCD 1/4” format 

Low illumination 

Built in electronic iris  

Extremely low power consumption 

Maintenance free 

Best quality image 

Compact and light weight 

High resolution 

Built in BLC on 

Internal synchronization 

Color Encased Camera  

Image pick up device Interline transfer CCD 1/4 format  

TV System NTSC, PAL 

# of pixels NTSC= 510 (H) 492 (V) 

Scanning system 2:1 interlaced 

Sync system Internal sync 

Resolution 380 TV lines 

Usable illumination 1.0 Lux F 2.0 

S/N Ratio More than 46 dB 

Gamma characteristic 0.45  

Video output 1.0 Vp-p 75 ohm 

Electric shutter time NTSC=1/60 - 1/100,000 sec 

Power supply DV 12V 

Power consumption 110mA (typ) 

Lerns 3.7 mm 90 deg F 2.0 (con) 

Operational temp -10 deg—+50 deg C RH95% Max 

Storage temp -20 deg—+ 60  deg C RH95% 
Max 

Dimensions 30mm (W) x  30mm (H) x 15mm 
(D) 

Weight Appx . 100 grams 

Adapter Sold Separately  

Options 

RCA cables 

12V regulated adapter 

Rechargeable battery pack 


